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To protect your roof and your home, look no further than our range of common 
and custom flashings, designed to suit any unique application.

Flashings are used to offer water protection, while also providing a pleasing touch for any roof design. 
Rollsec manufacture common flashings such as aprons, barge flashings, box gutters and angles, for use 
in both commercial and domestic applications. Our common and custom flashings are available in a 
wide range of materials, sizes and colours.

PRODUCT INFORMATION

Minimum flashing fold is 8mm. Safety edge = 2 Bends. Maximum flashing length is 8 LM. Flashings under 1 LM will be charged at a minimum of 1 LM. Standard bend tolerance is ±2mm. Please advise if the flashing length is critical.

T Y P E  1 	                    T Y P E  2 		  T Y P E  3 		  T Y P E  4 		  T Y P E  5 		  T Y P E  6

T Y P E  7 		  T Y P E  8 		  T Y P E  9 		   T Y P E  1 0 	  T Y P E  1 1 	  T Y P E  1 2

T Y P E  1 3 	 T Y P E  1 4 	 T Y P E  1 5 	  T Y P E  1 6 	  T Y P E  1 7 	  T Y P E  1 8

T Y P E  1 9 	 T Y P E  2 0 	 T Y P E  2 1 	  T Y P E  2 2 	  T Y P E  2 3 	  T Y P E  2 4

T Y P E  2 5 	 T Y P E  2 6 	 T Y P E  2 7 	  T Y P E  2 8 	  T Y P E  2 9 	  T Y P E  3 0

T Y P E  3 1 	 T Y P E  3 2 	 T Y P E  3 3   	  T Y P E  3 4 	  T Y P E  3 5 	  S P E C I A L


