
PRODUCT INFORMATION

Low Front Commercial 
Eaves Gutters

The Low Front Commercial Eaves Gutter 
is an economical and multipurpose high 
water capacity solution.
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Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability. Whilst every effort has been made to ensure the accuracy of the above 
swatches, due to lighting, actual colours may vary. We recommend checking your chosen colour against an actual sample of the product before purchasing.  Technical Data is available upon request. Line drawings 
are for illustration purposes only and are not to scale. COLORBOND® steel and ® colour names are registered trade marks of BlueScope Steel Limited. ™ colour names are trade marks of BlueScope Steel Limited.

Designed to allow for excess water to overflow in heavy 
downpours, preventing water from entering the building or 
roof cavity. This streamlined silhouette suits modern buildings 
due to its smooth, clean lines. Our Low Front Commercial 
Eaves Gutters are site engineered specifically for your project. 

Accessories

Rollsec stock a wide range of products, 
specifically suited to complement our Low 
Front Commercial Eaves Gutters.

Available Colours
Our Low Front Commercial Eaves Gutters are available in the following standard colours, as well as our Hamptons, LUX and Timbers Range.

•	 Available in 0.55mm BMT G300 steel
•	 Flat, low front for a streamlined silhouette
•	 Ideal for commercial and industrial applications
•	 Easily fixed to steel or timber fascia
•	 Custom made to suit your application
•	 Concealed and External brackets available

Features and Benefits

Low Front Commercial Eaves

Conforms to 
AS2179.1  

and AS3500
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•	 Round and Rectangle Downpipes
•	 Stop Ends (left and right)
•	 Concealed brackets

•	 External brackets
•	 Fasteners
•	 Metal Fascia

0.55mm BMT

Brackets at 1200mm maximum centres. Bracket solutions up to 600mm girth can be concealed, over 600mm girth external only is recommended.

Effective Cross Sectional Area (mm2)

Drainage values can be supplied to suit size

Minimum Downpipe Sizes

Round - 125mm    Rectangle - 100x100mm

1200mm strip width - slits and folded to whatever shape and size required

Example Design Options


