
PRODUCT INFORMATION

Rectangular 
Downpipes

Designed to fit neatly flush against the 
wall, Rectangle Downpipes provide a more 
streamlined look for your property.
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Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability. Whilst every effort has been made to ensure the accuracy of the above 
swatches, due to lighting, actual colours may vary. We recommend checking your chosen colour against an actual sample of the product before purchasing.  Technical Data is available upon request. Line drawings 
are for illustration purposes only and are not to scale. COLORBOND® steel and ® colour names are registered trade marks of BlueScope Steel Limited. ™ colour names are trade marks of BlueScope Steel Limited.

Our Rectangular Downpipes are available in a range of 
different sizes to suit any project. Custom sizes are also 
available on request. These Downpipes are available in a 
range of different materials, sizes and colours so you’re 
able to tailor them to your own specifications.

Accessories
Rollsec stock a wide range of 
products, specifically suited to 
complement our range of Downpipes.

Available Colours
Our Downpipes are available in the following standard colours, as well as our Hamptons, LUX and Timbers Range.

•	 100x50mm, 100x75mm standard sizes
•	 Larger sizes are available upon request (150x150mm, 200x200mm)
•	 Available in 0.55mm BMT G300 steel
•	 Stock lengths available up to 5m
•	 Available in a wide range of finishes and materials

Features and Benefits

Rectanglular Downpipes

Custom sizes 
and materials 

available

DOVER WHITE SURFMIST EVENING HAZE SOUTHERLY DUNE PAPERBARK CLASSIC CREAM SHALE GREY BLUEGUM WINDSPRAY WALLABY

GULLY JASPER WOODLAND GREY BASALT MANOR RED COTTAGE GREEN PALE EUCALYPT DEEP OCEAN IRONSTONE MONUMENT NIGHT SKY
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•	 Gutters
•	 Downpipe Protectors
•	 T & Y Junctions

•	 Drops
•	 Offsets
•	 Elbows

100mmx50mm, 100mmx75mm, 150mmx150mm, 200mmx200mm

Standard Sizes

0.55mm BMT Up to 5m

Stock Lengths

•	 Downpipes should be installed by an accredited installer, in accordance with manufacturers specifications.
•	 Draining to different points using smaller downpipes rather than only one large outlet is recommended.
•	 Downpipes should be spaced at no more than 1200mm centres where possible.

Disclaimer

•	 Clips
•	 Temporary Downpipes
•	 Leaf Catchers


