
PRODUCT INFORMATION

Window Flashings

Rollsec stock different sizes of 
Window Flashings to suit a large 
range of applications. Specifically 
engineered to safeguard against 
water damage and leaks.
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38x40, 38x50, 38x75, 75x113

Standard Sizes

Accessories

•	 Rainwater Heads
•	 Downpipes 
•	 Guttering

Rollsec stock a wide range of water 
management assets, specifically suited 
to complement our range of roofing 
and rainwater products.

Classic and easy to install, our Window 
Flashings are designed to allow for a neat 
finish and a perfect fit on all buildings.

For the complete 
range of our standard 

flashings, please 
refer to the relevant 

brochure.

Window Flashings are used to prevent water entry through windows.
  
These flashings are particularly valuable for timber homes in 
Queensland’s seasonal conditions when our wet season pelts your 
home with large amounts of damaging water. Water will inevitably find 
any gaps in surfaces or open spaces, so Window Flashings are a very 
effective option for preventing expensive water damage.

•	 Custom Flashings
•	 Fascia
•	 Fasteners

Standard Window Flashings are manufactured in Galvanised and available in stock lengths of 1.8m. 

Should you specifically require Window Flashings in UniZinc® or UniCote® these can be custom made but only in lengths of 1.8m or shorter.

Materials & Finishes

Suitable to a 
large range of 
applications

Available 
in stock 

lengths of 
1.8m

DOVER WHITE SURFMIST EVENING HAZE SOUTHERLY DUNE PAPERBARK CLASSIC CREAM SHALE GREY BLUEGUM WINDSPRAY WALLABY

GULLY JASPER WOODLAND GREY BASALT MANOR RED COTTAGE GREEN PALE EUCALYPT DEEP OCEAN IRONSTONE MONUMENT NIGHT SKY
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Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability. Whilst every effort has been made to ensure the accuracy of the above 
swatches, due to lighting, actual colours may vary. We recommend checking your chosen colour against an actual sample of the product before purchasing.  Technical Data is available upon request. Line drawings 
are for illustration purposes only and are not to scale. COLORBOND® steel and ® colour names are registered trade marks of BlueScope Steel Limited. ™ colour names are trade marks of BlueScope Steel Limited.

Standard Lengths

1.8m


