
PRODUCT INFORMATION

175 Low Front 
Quad Gutter

Our 175 Low Front Quad Gutter is 
a larger version of the classic 150 
Low Front Quad, and designed to 
withstand larger water capacity.
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Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability. Whilst every effort has been made to ensure the accuracy of the above 
swatches, due to lighting, actual colours may vary. We recommend checking your chosen colour against an actual sample of the product before purchasing.  Technical Data is available upon request. Line drawings 
are for illustration purposes only and are not to scale. COLORBOND® steel and ® colour names are registered trade marks of BlueScope Steel Limited. ™ colour names are trade marks of BlueScope Steel Limited.

Featuring a traditional round faced design 
that is used extensively in the Australian 
Building Industry, and offering excellent 
durability and performance.

Accessories

Rollsec stock a wide range of 
products, specifically suited to 
complement our range of Quad 
Gutters.

Available Colours
Our Quad Gutters are available in the following standard colours, as well as our Hamptons, LUX and Timbers Range.

•	 Low front & front round design
•	 Available in 0.55mm BMT
•	 G300 steel - strong & lightweight
•	 Can hide the roof line creating a 

sleeker exterior
•	 Excellent durability and performance
•	 Available in a large range of materials

Features and Benefits

175 Low Front Quad Effective Cross Sectional Area - 13900sqmm

Plain/
unslotted 
profile

DOVER WHITE SURFMIST EVENING HAZE SOUTHERLY DUNE PAPERBARK CLASSIC CREAM SHALE GREY BLUEGUM WINDSPRAY WALLABY

GULLY JASPER WOODLAND GREY BASALT MANOR RED COTTAGE GREEN PALE EUCALYPT DEEP OCEAN IRONSTONE MONUMENT NIGHT SKY

® ® ® ® ® ® ® ®

®®®®®®®®®®®

™ ™ ™

•	 Round & Rectangle Downpipes
•	 Concealed and Spike Brackets
•	 Stiffener and Overstrap Brackets
•	 Stop Ends and Return Ends

•	 Internal and External Corners
•	 Snap Clips
•	 Patio Straps

Round - 125mm

Minimum Downpipe Size

Rectangle - 100x100mm0.55mm BMT

All gutter brackets (or spring clips for metal fascia) should be installed at no more than 1200mm centres and adjacent to the rafter fascia connection.

Conforms to AS2179.1  
and AS3500
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