
BATTENS 
TECHNICAL 

MANUAL



FEATURES & BENEFITS

	 Textured surface for greater grip and ease of installation
	 Strong but light, easy to cut to the right size
	 Easy to store - nest inside each other to make transporting simple
	 Roof Battens come in stock lengths of 6.5m with mitred ends
	 Compatible with all roof and wall claddings
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TESTING

Rollsec 40mm roof battens have been assessed for suitability for use 
in non-cyclonic areas for both roof and wall applications. 
Testing was in accordance with AS3623.

MATERIALS

Rollsec Roof and Ceiling battens are made from but not limited to the 
following materials:

TrueCore® - Hot-Dipped Zinc / Aluminium Alloy-Coated Structural 
Steel. Conforms to AS1397. Suitable for ISO9001 Atmospheric 
Classifications C1 - C3

ROLLSEC BATTEN MASS (kg/lm)

Batten Code Material Thickness (mm) Mass (kg/m)

Roof Battens

40-55 .55 0.72

40-75 .75 0.96

Ceiling Batten

22-42 .42 0.36

MATERIAL COMPATIBILITY

Due diligence needs to be applied to ensure that all materials are 
compatible. Corrosion may occur when incompatible materials are 
either in direct contact, immersed in a common electrolyte, receive 
inert drainage or drainage from incompatible materials. As a general 
rule for metallic coated and pre-painted materials, always avoid direct 
contact with copper, lead, tanalised timber, soil, monel, uncoated steel, 
stainless steel and concrete/mortar. Drainage from inert materials 
must not flow onto galvanised material. Inert materials include glass, 
aluminium, glazed ceramic tiles, pre-painted steel and metallic coated 
steel. More highly corrosive environments require additional care, 
the effects of marine and industrial environments can extend long 
distances from the source and create unique corrosive challenges. 

ARCHITECTURAL SPECIFICATION

The roof or wall battens shall be Rollsec 40mm battens in the 
selected thickness installed to the required span and spacing. 
Materials will be protected steel sheet to AS1397 with a minimum 
yield stress of 55OMpa. All battens shall be installed to manufacturers 
recommendations. Claddings and associated flashings shall be supplied 
in compatible materials.

ROOF BATTENS CEILING BATTENS

INSTALLATION

Battens should be installed using a minimum of triple spans. Always 
fix to trusses with two or four fasteners per joint. Batten spacing is in 
accordance with the span charts, with the cladding end spans reduced 
appropriately. Batten spacing is to be determined to suit the wind load 
and application. Use a minimum of triple spans, with short laps between 
adjoining lengths. The short laps over a common single support are 
fixed with one set of fasteners (two or four). Roof battens are easily 
attached to hip and valley battens through the lapped bottom flange. 
Batten performance may be limited by the fastener capacity.

PERFORMANCE

The Rollsec battens have been tested to comply with AS3623.  
The final performance is determined by the capacities of the cladding, 
the fastener performance into the supporting structure and the batten 
capacity. The load tables and span charts give these parameters based 
on the required wind load conditions.

ROLLSEC ROOF BATTENS LOAD TABLE

Span (mm)

Batten Capacity (kN/m) Screw Pull Out Capacity (kN/m)

40-55 40-75
2 x #12 Fasteners 4 x #12 Fasteners

Support Thickness (mm) Support Thickness (mm)

Load 
Outwards

Deflection 
Span/180

Load 
Outwards

Deflection 
Span/180 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

600 8.50 16.91 12.88 24.63 2.37 3.33 4.03 5.26 4.73 6.66 8.06 10.52

900 3.78 5.01 5.72 7.30 1.58 2.22 2.69 3.51 3.16 4.44 5.38 7.01

1200 2.12 2.11 3.22 3.08 1.18 1.67 2.02 2.63 2.37 3.33 4.03 5.26

1500 1.36 1.08 2.06 1.58 0.95 1.33 1.61 2.10 1.89 2.66 3.23 4.21

1800 0.94 0.63 1.43 0.91 0.79 1.11 1.34 1.75 1.58 2.22 2.69 3.51

Select the lowest value from Batten Capacity and the selected Screw pattern capacity.
Always check that the required cladding has adequate capacity. The supports are at least G450 grade steel. Use the 1.5+ values for timber supports.

40mm

40mm

22mm

32mm

BATTENS

ROLLSEC BATTENS ARE MADE FROM HIGH-QUALITY STEEL 
AND DESIGNED TO DELIVER LONG LASTING AND SUPERIOR 
SUPPORT ACROSS A  WIDE RANGE OF APPLICATIONS. 

OUR STEEL ROOF BATTENS ARE A POPULAR ALTERNATIVE TO 
TIMBER BATTENS AND ARE STRONG, LIGHTWEIGHT AND EASY 
TO INSTALL. OUR CEILING/SAFETY BATTENS ARE IDEAL FOR USE 
ON ALL TYPES OF DOMESTIC CEILING BOARDS AND DESIGNED 
FOR USE WITH SINGLE OR DOUBLE CEILING LAYERS.
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SPAN CHARTS

The following span charts have been supplied to give quick and easy 
design assistance to builders and structural designers.

Each chart, based on a Rollsec cladding type, provides the maximum 
batten spacing in regard to:
a) The cladding performance.
b) The batten capacity.
c) The fastener group Pull Out capacity.

These tables return the maximum batten spacing (cladding span) to suit 
the following conditions.

•	 Roof and Wall wind loads in accordance with AS4050.
•	 Capacities of 40mm battens when attached to different supports.
•	 Capacities of the Rollsec Claddings.
•	 The required batten span.

1. Select the correct table that matches the desired cladding type.

2. Look up Roofs or Walls as desired.

3. Choose a 0.55mm or 0.75mm thick batten.

4. Consider and use the thickness of the supporting structure. These 
thicknesses affect the fastener performance. Use the 1.5mm+ value if 
timber supports are used.

NOTES FOR 40MM BATTEN TABLES

•	 Apply to both the wind load chart and the Span tables.
•	 For Non-Cyclonic areas only. Based on calculations and testing in 

accordance with AS3623 “Domestic Metal Framing”.
•	 All metal supports are assumed to be G450 grade steel as a minimum.
•	 Fasteners to timber supports require at least 25mm penetration.
•	 Battens are installed with at least triple unlapped spans.
•	 Battens can be simply lapped between adjacent lengths over a 

common support.

5. Use the correct wind load category to suit the application.

6. Look up the line that matches the batten span (distance between
the trusses).

•	 The batten spacing is the internal cladding span allowed to suit the 
conditions.

•	 Cladding end spans should be about 80% of this value.
•	 Use suitable fasteners to attach to the structure.
•	 Values in BLACK require 2 fasteners to connect to the structure per 

support.
•	 Values in ORANGE require 4 fasteners per support.
•	 Please note: these tables are based on edge roof or wall wind 

pressures.
•	 If the roof pitch is lower than 10 degrees, add one to the wind load 

category. For example, use N2 instead of N1 for the roof areas.

HOW TO USE THE SPAN TABLES

Corrugated Batten Spacing (mm)

Wind 
Load

Batten 
Span 
(mm)

Roof Battens Wall Battens

0.55mm BMT code 40-55 0.75mm BMT code 40-75 0.55mm BMT code 40-55 0.75mm BMT code 40-75

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 1200 1200 1200 1200 1200 1200 1200 1200 2550 2550 2550 2550 2550 2550 2550 2550

900 1200 1200 1200 1200 1200 1200 1200 1200 2250 2550 2550 2550 2250 2550 2550 2550

1200 1200 1200 1200 1200 1200 1200 1200 1200 1700 2250 2250 2250 1700 2400 2550 2550

1500 1050 1050 1050 1050 1200 1200 1200 1200 1350 1400 1400 1400 1350 1900 2150 2150

1800 750 750 750 750 1100 1100 1100 1100 1000 1000 1000 1000 1100 1500 1500 1500

N2

600 1200 1200 1200 1200 1200 1200 1200 1200 2300 2300 2300 2300 2450 2550 2550 2550

900 1200 1200 1200 1200 1200 1200 1200 1200 1650 2300 2300 2300 1650 2300 2550 2550

1200 1200 1200 1200 1200 1200 1200 1200 1200 1200 1600 1600 1600 1200 1750 2100 2450

1500 750 750 750 750 950 1150 1150 1150 950 1000 1000 1000 950 1400 1550 1550

1800 500 500 500 500 800 800 800 800 700 700 700 700 800 1100 1100 1100

N3

600 1100 1100 1100 1100 1200 1200 1200 1200 1450 1450 1450 1450 1550 2000 2000 2000

900 1050 1100 1100 1100 1050 1200 1200 1200 1050 1450 1450 1450 1050 1450 1750 2000

1200 750 750 750 750 750 1100 1150 1150 750 1000 1000 1000 750 1100 1300 1550

1500 500 500 500 500 600 750 750 750 600 650 650 650 600 850 1000 1000

1800 300 300 300 300 500 500 500 500 450 450 450 450 500 700 700 700

N4

600 700 700 700 700 1000 1000 1000 1000 950 950 950 950 1050 1350 1350 1350

900 700 700 700 700 700 1000 1000 1000 700 950 950 950 700 1000 1200 1350

1200 500 500 500 500 500 750 800 800 500 700 700 700 500 750 900 1050

1500 300 300 300 300 400 500 500 500 400 450 450 450 400 600 650 650

1800 - - - - 350 350 350 350 300 300 300 300 350 450 450 450

N5

600 700 1000 1200 1400 600 600 600 600 650 650 650 650 700 900 900 900

900 450 600 600 600 450 600 600 600 450 650 650 650 450 650 800 900

1200 350 350 350 350 350 500 500 500 350 450 450 450 350 500 600 700

1500 - - - - 250 300 300 300 250 300 300 300 250 400 450 450

1800 - - - - - - - - - - - - 200 300 300 300

Table based on 0.42mm BMT Corrugated fastened with 3 fasteners per sheet per batten.



Five Rib Batten Spacing (mm)

Wind 
Load

Batten 
Span (mm)

Roof Battens Wall Battens

0.55mm BMT code 40-55 0.75mm BMT code 40-75 0.55mm BMT code 40-55 0.75mm BMT code 40-75

Support  Thickness (mm) 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 1700 1700 1700 1700 1700 1700 1700 1700 3000 3000 3000 3000 3000 3000 3000 3000

900 1700 1700 1700 1700 1700 1700 1700 1700 2250 3000 3000 3000 2250 3000 3000 3000

1200 1650 1650 1650 1650 1700 1700 1700 1700 1700 2250 2250 2250 1700 2400 2900 3000

1500 1050 1050 1050 1050 1350 1600 1600 1600 1350 1400 1400 1400 1350 1900 2150 2150

1800 750 750 750 750 1100 1100 1100 1100 1000 1000 1000 1000 1100 1500 1500 1500

N2

600 1700 1700 1700 1700 1700 1700 1700 1700 2450 3000 3000 3000 2450 3000 3000 3000

900 1650 1700 1700 1700 1650 1700 1700 1700 1650 2300 2800 2900 1650 2300 2800 3000

1200 1200 1200 1200 1200 1200 1700 1700 1700 1200 1600 1600 1600 1200 1750 2100 2450

1500 750 750 750 750 950 1150 1150 1150 950 1000 1000 1000 950 1400 1550 1550

1800 500 500 500 500 800 800 800 800 700 700 700 700 800 1100 1100 1100

N3

600 1550 1550 1550 1550 1550 1700 1700 1700 1550 2050 2050 2050 1550 2200 2650 2800

900 1050 1350 1350 1350 1050 1450 1700 1700 1050 1450 1750 1850 1050 1450 1750 2350

1200 750 750 750 750 750 1100 1150 1150 750 1000 1000 1000 750 1100 1300 1550

1500 500 500 500 500 600 750 750 750 600 650 650 650 600 850 1000 1000

1800 300 300 300 300 500 500 500 500 450 450 450 450 500 700 700 700

N4

600 1000 1000 1000 1000 1050 1400 1400 1400 1050 1350 1350 1350 1050 1500 1800 1900

900 700 900 900 900 700 1000 1200 1400 700 1000 1200 1250 700 1000 1200 1550

1200 500 500 500 500 500 750 800 800 500 700 700 700 500 750 900 1050

1500 300 300 300 300 400 500 500 500 400 450 450 450 400 600 650 650

1800 - - - - 350 350 350 350 300 300 300 300 350 450 450 450

N5

600 700 700 700 700 700 950 950 950 700 900 900 900 700 1000 1200 1300

900 450 600 600 600 450 650 800 950 450 650 800 850 450 650 800 1050

1200 350 350 350 350 350 500 500 500 350 450 450 450 350 500 600 700

1500 - - - - 250 300 300 300 250 300 300 300 250 400 450 450

1800 - - - - - - - - - - - - 200 300 300 300

N6

600 - - - - 500 700 700 700 500 700 700 700 500 750 900 950

900 - - - - 350 500 600 700 350 500 600 600 350 500 600 750

1200 - - - - 250 350 400 400 250 350 350 350 250 350 450 500

1500 - - - - - - - - - - - - 200 300 300 300

1800 - - - - - - - - - - - - 150 250 300 350
Table based on 0.42mm BMT Five Rib fastened with 4 fasteners per sheet per batten.

Table based on 0.42mm BMT Quiklok 700 fastened with 3 fasteners per clip/sheet per batten.
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Quiklok 700 Batten Spacing (mm)

Wind 
Load

Batten 
Span (mm)

Roof Battens Wall Battens

0.55mm BMT code 40-55 0.75mm BMT code 40-75 0.55mm BMT code 40-55 0.75mm BMT code 40-75

Support  Thickness (mm) 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400

900 2250 2400 2400 2400 2250 2400 2400 2400 2250 2400 2400 2400 2250 2400 2400 2400

1200 1650 1650 1650 1650 1700 2400 2400 2400 1700 2250 2250 2250 1700 2400 2400 2400

1500 1050 1050 1050 1050 1350 1600 1600 1600 1350 1400 1400 1400 1350 1900 2150 2150

1800 750 750 750 750 1100 1100 1100 1100 1000 1000 1000 1000 1100 1500 1500 1500

N2

600 1950 1950 1950 1950 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400

900 1650 1950 1950 1950 1650 2300 2400 2400 1650 2300 2400 2400 1650 2300 2400 2400

1200 1200 1200 1200 1200 1200 1750 1850 1850 1200 1600 1600 1600 1200 1750 2100 2400

1500 750 750 750 750 950 1150 1150 1150 950 1000 1000 1000 950 1400 1550 1550

1800 500 500 500 500 800 800 800 800 700 700 700 700 800 1100 1100 1100

N3

600 1250 1250 1250 1250 1550 1700 1700 1700 1550 1650 1650 1650 1550 2200 2300 2300

900 1050 1250 1250 1250 1050 1450 1700 1700 1050 1450 1650 1650 1050 1450 1750 2300

1200 750 750 750 750 750 1100 1150 1150 750 1000 1000 1000 750 1100 1300 1550

1500 500 500 500 500 600 750 750 750 600 650 650 650 600 850 1000 1000

1800 300 300 300 300 500 500 500 500 450 450 450 450 500 700 700 700

N4

600 - - - - - - - - 1050 1100 1100 1100 1050 1250 1250 1250

900 - - - - - - - - 700 1000 1100 1100 700 1000 1200 1250

1200 - - - - - - - - 500 700 700 700 500 750 900 1050

1500 - - - - - - - - 400 450 450 450 400 600 650 650

1800 - - - - - - - - 300 300 300 300 350 450 450 450



Tables based on 0.55mm BMT Alpine Snap Lock fastened with 2 fasteners per clip/sheet per 0.55mm batten.
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Alpine Snap Lock Batten Spacing (mm)

Wind 
Load

Batten 
Span (mm)

Roof Battens  - 0.55mm BMT code 40-55

25 x 325 25 x 500 38 x 285 38 x 485

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

900 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1200 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1500 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1800 750 750 750 750 450 450 450 450 750 750 750 750 450 450 450 450

N2

600 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

900 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1200 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1500 750 750 750 750 450 450 450 450 750 750 750 750 450 450 450 450

1800 500 500 500 500 450 450 450 450 500 500 500 500 450 450 450 450

N3

600 650 650 650 650 - - - - 750 750 750 750 - - - -

900 650 650 650 650 - - - - 750 750 750 750 - - - -

1200 650 650 650 650 - - - - 750 750 750 750 - - - -

1500 500 500 500 500 - - - - 500 500 500 500 - - - -

1800 300 300 300 300 - - - - 300 300 300 300 - - - -

N4

600 450 450 450 450 - - - - 500 500 500 500 - - - -

900 450 450 450 450 - - - - 500 500 500 500 - - - -

1200 450 450 450 450 - - - - 500 500 500 500 - - - -

1500 300 300 300 300 - - - - 300 300 300 300 - - - -

1800 - - - - - - - - - - - - - - - -

Wind 
Load

Batten 
Span (mm)

Wall Battens 

25 x 325 25 x 500 38 x 285 38 x 485

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

900 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1200 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1500 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1800 1000 1000 1000 1000 450 450 450 450 1000 1000 1000 1000 450 450 450 450

N2

600 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

900 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1200 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1500 950 1000 1000 1000 450 450 450 450 950 1000 1000 1000 450 450 450 450

1800 700 700 700 700 450 450 450 450 700 700 700 700 450 450 450 450

N3

600 900 900 900 900 450 450 450 450 1000 1000 1000 1000 - - - -

900 900 900 900 900 450 450 450 450 1000 1000 1000 1000 - - - -

1200 750 900 900 900 450 450 450 450 750 1000 1000 1000 - - - -

1500 600 650 650 650 450 450 450 450 600 650 650 650 - - - -

1800 450 450 450 450 450 450 450 450 450 450 450 450 - - - -

N4

600 600 600 600 600 - - - - 650 650 650 650 - - - -

900 600 600 600 600 - - - - 650 650 650 650 - - - -

1200 500 600 600 600 - - - - 500 650 650 650 - - - -

1500 400 450 450 450 - - - - 400 450 450 450 - - - -

1800 300 300 300 300 - - - - 300 300 300 300 - - - -



Tables based on 0.55mm BMT Alpine Nail Strip fastened with 1 fastener per sheet per 0.55mm batten.

BATTENS TECHNICAL MANUAL | P6	 WWW.ROLLSEC.COM.AU

Alpine Nail Strip Batten Spacing (mm)

Wind 
Load

Batten 
Span (mm)

Roof Battens  - 0.55mm BMT code 40-55

25 x 290 25 x 490 38 x 265 38 x 465

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

900 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1200 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1500 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1800 750 750 750 750 450 450 450 450 750 750 750 750 450 450 450 450

N2

600 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

900 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1200 900 900 900 900 450 450 450 450 900 900 900 900 450 450 450 450

1500 750 750 750 750 450 450 450 450 750 750 750 750 450 450 450 450

1800 500 500 500 500 450 450 450 450 500 500 500 500 450 450 450 450

N3

600 750 750 750 750 - - - - 750 750 750 750 - - - -

900 750 750 750 750 - - - - 750 750 750 750 - - - -

1200 750 750 750 750 - - - - 750 750 750 750 - - - -

1500 500 500 500 500 - - - - 500 500 500 500 - - - -

1800 300 300 300 300 - - - - 300 300 300 300 - - - -

N4

600 450 450 450 450 - - - - - - - - - - - -

900 450 450 450 450 - - - - - - - - - - - -

1200 450 450 450 450 - - - - - - - - - - - -

1500 300 300 300 300 - - - - - - - - - - - -

1800 - - - - - - - - - - - - - - - -

Wind 
Load

Batten 
Span (mm)

Wall Battens 

25 x 290 25 x 490 38 x 265 38 x 465

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

900 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1200 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1500 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1800 1000 1000 1000 1000 450 450 450 450 1000 1000 1000 1000 450 450 450 450

N2

600 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

900 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1200 1200 1200 1200 1200 450 450 450 450 1200 1200 1200 1200 450 450 450 450

1500 950 1000 1000 1000 450 450 450 450 950 1000 1000 1000 450 450 450 450

1800 700 700 700 700 450 450 450 450 700 700 700 700 450 450 450 450

N3

600 1000 1000 1000 1000 450 450 450 450 1000 1000 1000 1000 450 450 450 450

900 1000 1000 1000 1000 450 450 450 450 1000 1000 1000 1000 450 450 450 450

1200 750 1000 1000 1000 450 450 450 450 750 1000 1000 1000 450 450 450 450

1500 600 650 650 650 450 450 450 450 600 650 650 650 450 450 450 450

1800 450 450 450 450 450 450 450 450 450 450 450 450 450 450 450 450

N4

600 650 650 650 650 - - - - 650 650 650 650 - - - -

900 650 650 650 650 - - - - 650 650 650 650 - - - -

1200 500 650 650 650 - - - - 500 650 650 650 - - - -

1500 400 450 450 450 - - - - 400 450 450 450 - - - -

1800 300 300 300 300 - - - - 300 300 300 300 - - - -



Table based on 0.55mm BMT Horizon fastened with 1 exposed fastener per sheet per 0.55mm batten.
*At serviceability loads distorsions may be excessive.

Table based on 0.55mm BMT Ravine fastened with 1 fastener/fixed clip per sheet per 0.55mm batten.
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Horizon Batten Spacing (mm)

Wind 
Load

Batten Span 
(mm)

Wall Battens  - 0.55mm BMT code 40-55

25 x 300 25 x 500

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 1200 1200 1200 1200 1200 1200 1200 1200

900 1200 1200 1200 1200 1200 1200 1200 1200

1200 1200 1200 1200 1200 1200 1200 1200 1200

1500 1200 1200 1200 1200 1200 1200 1200 1200

1800 1000 1000 1000 1000 1000 1000 1000 1000

N2

600 1200 1200 1200 1200 900 900 900 900

900 1200 1200 1200 1200 900 900 900 900

1200 1200 1200 1200 1200 900 900 900 900

1500 950 1000 1000 1000 900 900 900 900

1800 700 700 700 700 700 700 700 700

N3

600 950 950 950 950 550* 550* 550* 550*

900 950 950 950 950 550* 550* 550* 550*

1200 750 950 950 950 550* 550* 550* 550*

1500 600 650 650 650 550* 550* 550* 550*

1800 450 450 450 450 450 450 450 450

N4

600 650 650 650 650 - - - -

900 650 650 650 650 - - - -

1200 500 650 650 650 - - - -

1500 400 450 450 450 - - - -

1800 300 300 300 300 - - - -

Ravine Batten Spacing (mm)

Wind 
Load

Batten 
Span (mm)

Roof Battens - 0.55mm BMT code 40-55 Wall Battens - 0.55mm BMT code 40-55

27 x 330 27 x 530 27 x 330 27 x 530

Support 
Thickness 

(mm)
0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

N1

600 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

900 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1200 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1500 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1800 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

N2

600 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

900 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1200 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1500 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1800 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

N3

600 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

900 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1200 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1500 450 450 450 450 - - - - 450 450 450 450 350 350 350 350

1800 300 300 300 300 - - - - 450 450 450 450 350 350 350 350



LENGTHS

Rollsec Battens are supplied cut-to-length. When designing or 
transporting long products ensure that the length is within the limit of 
the local Transport Authority regulations. The manufacturing tolerance 
on the length of product supplied is +-10mm.

CUTTING

Rollsec Battens can be easily cut, where required using a power saw with 
a steel cutting blade or a power nibbler and, for localised cutting, tin 
snips. Avoid the use of abrasive discs as these can cause burred edges 
and coating damage. Please dispose of any off-cuts carefully.

DELIVERY

Rollsec endeavour to have your materials delivered onsite as quickly 
as possible. For straightforward jobs including standard roofing and 
rainwater products, delivery can usually be made within 24-48 hours 
of payment depending on location, quantity and availability. Please be 
sure that a suitable arrangement has been made for truck unloading as 
this is the responsibility of the receiver.

HANDLING

Rollsec Battens should be handled with care at all times to preserve the 
product capabilities and quality of the finish. Cut resistant or leather 
gloves should be worn when handling Rollsec Battens. Foot protection 
should be worn when handling and transporting the product. Prior to 
installation, materials must be kept clean and dry and stored above 
ground level while on site. Ensure that batten packs are covered, air flow 
is adequate to eliminate condensation and water is not allowed to pond.
If the battens have become wet, they should be separated, wiped and 
placed in the open to promote drying.

INSULATION

Rollsec cladding and battens are suitable for use with insulating blanket. 
Glasswool blanket up to 50mm thick can be readily used. Increased 
thicknesses require longer fasteners and greater care in installation. For 
domestic applications Rollsec recommends that insulation is always 
used.

MAINTENANCE

Exposed battens that are not exposed to rainfall should be washed 
down at least once every six months (more often in marine 
environments) to remove build-up of corrosive elements.

WARRANTIES 

Rollsec can provide material warranties to suit product and applications 
based on location to suit any project. Please contact Rollsec for more 
details.

DISCLAIMER

Rollsec will work to the closest of tolerance but reserves the right to 
product variations within normal industry standards. Rollsec cannot 
warrant or accept any responsibility for material damage by others 
on any product, once removed from our premises. This includes any 
external treatments or other applications outside the limitations of this 
brochure.
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PIONEERING CHOICE IN ROOFING AND CLADDING

AS AT MAY 2026.

This information provided by Rollsec Pty Ltd is for general informational purposes only. All products should be 
examined prior to use to ensure suitability. Rollsec makes no claims, promises or guarantees about the correctness or 
the adequacy of the contents of this guide. Rollsec expressly disclaims liabilities for any publishing or content errors 

and omissions. Every effort has been made to ensure that all information shown on this guide is true and correct. 
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COMPLIANCE STATEMENT

The materials used to produce Rollsec Battens are manufactured of 
the highest quality steels complying with the NCC and the following 
Australian Standards:

AS 1397 - Continuous hot-dip metallic coated steel sheet. 

AS 3623 - Domestic Metal Framing.

AS 1170 - Structural design actions. Part 2: Wind actions.

AS 1562 - Design and Installation of sheet roof and wall. Part 1: Metal.

AS 4055 - Wind Loads for Housing.

AS 4040 - Methods of testing sheet roof and wall cladding.

AS 4600 - Cold-formed steel structures. 
 
HB39 - Installation code for metal roof and wall cladding.


