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COMMERCIAL OG GUTTERS

ROLLSEC COMMERCIAL OG GUTTER DETAILS

Gutter Size (mm)

Mass (kg/m)

ECSA (mm2)
Maximum Support 

Bracket Spacing 
(mm)

Minimum Round 
Downpipe  
Size (mm)

Minimum 
Rectangle Downpipe 

Size (mm)UniCote® 
Select Colorbond® UniZinc® Zincalume®

450
Slotted 2.03 2.03 2.00 2.00 13000 1200 125 100x100

Unslotted 2.03 2.03 2.00 2.00 15800 1200 125 100x100

600
Slotted 2.70 2.70 2.67 2.67 23900 1200 150 125x125

Unslotted 2.70 2.70 2.67 2.67 27500 1200 150 125x125

* Gutter brackets can be no more than 1200mm centres.

OG STANDS FOR OLD GOTHIC, AND ROLLSEC COMMERCIAL OG 
GUTTERS HAVE THE SAME STYLISH LOOKS BUT WITH A MUCH 
LARGER WATER CARRYING CAPACITY THAN THE ORIGINAL OG 
GUTTER. THESE EASY TO INSTALL GUTTERS ARE IDEAL FOR 
COMMERCIAL AND INDUSTRIAL APPLICATIONS.

FEATURES & BENEFITS

•	 450mm and 600mm sizes available
•	 Available in 0.55mm BMT G300 steel
•	 Excellent water carrying capacity
•	 Can be manufactured to lengths up to 8m
•	 Available in plain and slotted profiles

ADVERSE CONDITIONS

Rollsec Rainwater Products will give excellent durability in almost all 
locations. It is however important to choose the correct coating for each 
environment as shown in the table below. Durability recommendations 
do vary based on the application of the product, in domestic 
applications. Please read the tables below carefully.

RAINWATER PRODUCTS - SITE EXPOSURE CONDITION

Suitability of 
coating type

Mild  
(ISO 

Category 
1-2)

Moderate  
(ISO 

Category 
2)

Marine  
(ISO 

Category 
3)

Severe 
Marine  

(ISO 
Category 

4)

Wall cladding 
- distance 

from marine 
environment*

UniZinc®   >1km

Zincalume®   >1km

UniCote® Select    >1km

Colorbond®    >1km

UniCote® Coastal     >100m

Colorbond® Ultra     >100m

* Severe marine begins 100 - 400m from the coast & may extend inland depending on local conditions. 

These are general guidelines only. Building location, design and aspect 
need to be taken into account. To ensure warranty will be given, check 
with Rollsec before using in these areas. 

MATERIALS

Rollsec Commercial OG Gutters in 0.55mm BMT, G300 grade steel are 
made but not limited to the following materials:

UniCote® Select - Pre-painted Aluminium / Zinc / Magnesium 
alloy coated steel coil, 150grams/m² coating weight. Metallic coating 
conforms to AS1397, pre-painted finish independently laboratory tested 
to comply with the AS/NZS2728 performance requirements. Suitable 
for ISO9223 Atmospheric Classifications C1 – C3

Colorbond® - Pre-painted Aluminium / Magnesium / Zinc alloy coated
steel coil, 100grams/m² coating weight. Metallic coating conforms to
AS1397:2011, pre-painted finish conforms to AS/NZS2728:2013. 
Suitable for ISO9223:2012 Atmospheric Classifications C1 – C3

UniCote® Coastal - Pre-painted Zinc / Aluminium / Magnesium alloy 
coated steel coil, 210grams/m² coating weight. Metallic coating conforms 
to AS1397, pre-painted finish conforms to AS/NZS2728. Suitable for 
ISO9223 Atmospheric Classifications C1 – C4

Colorbond® Ultra - Pre-painted Zinc / Aluminium / Magnesium alloy 
coated steel coil, 210grams/m² coating weight. Metallic coating conforms 
to AS1397, pre-painted finish conforms to AS/NZS2728. Suitable for 
ISO9223 Atmospheric Classifications C1 – C4

UniZinc® - Aluminium / Zinc / Magnesium alloy coated steel coil, 
125grams/m² coating weight. Metallic coating conforms to AS1397. 
Suitable for ISO9223 Atmospheric Classifications C1 – C3

Zincalume® - Aluminium / Zinc / Magnesium alloy coated steel coil, 
125grams/m² coating weight. Metallic coating conforms to AS1397. 
Suitable for ISO9223 Atmospheric Classifications C1 – C3

MATERIAL COMPATIBILITY

Due diligence needs to be applied to ensure that all materials are 
compatible. Corrosion may occur when incompatible materials are 
either in direct contact, immersed in a common electrolyte, receive inert 
drainage or drainage from incompatible materials. As a general rule for 
metallic coated and pre-painted materials, always avoid direct contact 
with copper, lead, tanalised timber, soil, monel, uncoated steel, stainless 
steel and concrete/mortar. Drainage from inert materials must not flow 
onto galvanised material. Inert materials include glass, aluminium, glazed 
ceramic tiles, pre-painted steel and metallic coated steel. More highly 
corrosive environments require additional care, the effects of marine and 
industrial environments can extend long distances from the source and 
create unique corrosive challenges. 

CONFORMANCE 
 
Rollsec Rainwater Products comply with the provisions of AS2179.1 and 
AS3500 and the National Construction code. When designing gutters it 
is important to determine the correct number of downpipes to suit the 
gutter size, the drained roof area, the rainfall intensity and the building 
design.
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GUTTER FALL

In accordance with the Australian Standard all drainage tables have 
been calculated using a gutter fall of 1:500. Adequate gutter fall allows 
water to drain correctly and reduces the risk of premature corrosion 
caused by trapped water.

GUTTER BRACKETS

All gutter brackets should be installed at no more than the 
recommended spacings given in the Gutter Details table on Page 2, and 
securely fixed to the structure to be able to carry the significant water 
loads.

RAINFALL INTENSITY

The rainfall intensity used in the design tables below is based on a 20 
year ARI, 5 minute duration to determine the roof drainage area per 
downpipe and a 100 year ARI 5 minute duration to determine the 
overflow needs.

ROLLSEC COMMERCIAL OG GUTTER RESULTS BASED ON RAINFALL LOCATION

Location

Drained Roof Area Per Downpipe (m2)

450mm 600mm

Plain Slotted Plain Slotted

Roof Area (m2) Overflow (m) Roof Area (m2) Overflow (m) Roof Area (m2) Overflow (m) Roof Area (m2) Overflow (m)

QUEENSLAND

Beaudesert 78.2 20.3 61.0 35.2 159.8 20.3 133.6 35.2

Beenleigh 69.1 17.7 53.9 30.7 141.0 17.7 117.9 30.7

Brisbane City 67.8 17.6 52.9 30.6 138.4 17.6 115.7 30.6

Manly 65.3 17.0 50.9 29.4 133.2 17.0 111.4 29.4

Redland Bay 64.9 16.8 50.7 29.1 132.6 16.8 110.9 29.1

Sandgate 66.2 17.3 51.7 29.9 135.2 17.3 113.0 29.9

Springfield 72.9 18.6 56.8 32.3 148.8 18.6 124.4 32.3

Bundaberg 60.0 15.9 46.8 27.6 122.5 15.9 102.4 27.6

Caboolture 65.9 17.1 51.4 29.6 134.5 17.1 112.5 29.6

Caloundra 61.0 15.8 47.6 27.4 124.6 15.8 104.2 27.4

Currumbin 63.1 16.3 49.3 28.3 128.9 16.3 107.8 28.3

Gympie 73.5 19.4 57.3 33.7 150.1 19.4 125.5 33.7

Hervey Bay 65.6 17.2 51.2 29.8 133.9 17.2 111.9 29.8

Ipswich 75.4 19.5 58.8 33.8 153.9 19.5 128.7 33.8

Kilcoy 74.8 19.9 58.3 34.4 152.7 19.9 127.6 34.4

Kingaroy 72.9 19.0 56.8 33.0 148.8 19.0 124.4 33.0

Maroochydore 61.2 16.0 47.8 27.8 125.1 16.0 104.6 27.8

Nambour 52.8 16.7 41.2 28.9 107.8 16.7 90.1 28.9

Nerang 65.9 16.9 51.4 29.3 134.5 16.9 112.5 29.3

Noosa Heads 61.7 16.3 48.1 28.2 125.9 16.3 105.3 28.2

Southport 62.3 16.0 48.6 27.8 127.2 16.0 106.4 27.8

Stanthorpe 88.2 22.1 68.8 38.4 180.0 22.1 150.5 38.4

Toowoomba 78.6 20.2 61.3 35.1 160.4 20.2 134.1 35.1

Warwick 83.9 21.3 65.5 37.0 171.4 21.3 143.3 37.0

NEW SOUTH WALES

Ballina 74.1 19.4 57.8 33.7 151.4 19.4 126.6 33.7

Byron Bay 73.2 19.1 57.1 33.2 149.4 19.1 124.9 33.2

Grafton 78.6 20.2 61.3 35.1 160.4 20.2 134.1 35.1

Lismore 76.7 19.9 59.8 34.5 156.5 19.9 130.9 34.5

Tenterfield 88.7 22.3 69.2 38.7 181.1 22.3 151.4 38.7

Tweed Heads 62.9 16.3 49.1 28.2 128.5 16.3 107.4 28.2

*
** Please note: the drainage area and the maximum roof run length must include any increases due to roof penetrations or added water flow from higher roofs.

GUTTER PERFOMANCE

The following process is suggested when designing a gutter system 
using Rollsec Rainwater Products.

For the gutter type and location selected, look up the Roof Area on the 
table. This is the maximum plan roof area in square metres allowed per 
downpipe. This is based on a 10 degree roof pitch.

Design the gutter system for overflow.

High front gutter incorporates a gap behind the gutter, provided by the 
bracket design to provide the overflow capacity.

The following table gives the maximum roof run length in metres 
allowed for all the overflow options. 
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FASTENER SPECIFICATION

For fascia supports in G450 steel, 1.0mm thick or better, ensure the use 
#12 fasteners for all Rollsec Commercial OG Gutters.



COMPLIANCE STATEMENT

The materials used to produce Rollsec Rainwater Products are 
manufactured of the highest quality steels complying with the NCC and 
the following Australian Standards:

AS 1397 - Continuous hot-dip metallic coated steel sheet.
AS 2728 - Prefinished/prepainted sheet metal products.
AS 2179 - Specification for Rainwater Goods - Metal.
AS 3500 - Stormwater Drainage Performance Requirements.

WARRANTIES 

Rollsec can provide material warranties to suit product and applications 
based on location to suit any project. Please contact Rollsec for more 
details.

DISCLAIMER

Rollsec will work to the closest of tolerance but reserves the right to a 
slight tolerance on Rollsec Rainwater Products. Rollsec cannot warrant or 
accept any responsibility for material damage by others on any product, 
once removed from our premises. This includes any external treatments 
or other applications outside the limitations of this brochure.

HANDLING

Rollsec Rainwater Products should be handled with care at all times 
to preserve the product capabilities and quality of the finish. Cut 
resistant or leather gloves should be worn when handling Rollsec 
Rainwater Products. Foot protection should be worn when handling 
and transporting the product. Prior to installation, materials must be 
kept clean and dry and stored above ground level while on site. Ensure 
that product packs are covered, air flow is adequate to eliminate 
condensation and water is not allowed to pond. If the products have 
become wet, they should be separated, wiped and placed in the open to 
promote drying.

MAINTENANCE

Rollsec Rainwater Products that are not exposed to rainfall should be 
washed down at least once every six months (more often in marine 
environments) to remove build-up of corrosive elements.

LENGTHS

Rollsec Rainwater Products are supplied cut-to-length. When designing 
or transporting long products ensure that the length is within the limit of 
the local Transport Authority regulations. The manufacturing tolerance 
on the length of product supplied is +10/-10mm.

CUTTING

Rollsec Rainwater Products can be easily cut, where required using 
a power saw with a steel cutting blade or a power nibbler and, for 
localised cutting, tin snips. Avoid the use of abrasive discs as these can 
cause burred edges and coating damage. Please dispose of any off-cuts 
carefully.

DELIVERY

Rollsec endeavour to have your materials delivered onsite as quickly 
as possible. For straightforward jobs including standard roofing and 
rainwater products, delivery can usually be made within 24-48 hours of 
payment depending on location, quantity and availability. Please be sure 
that a suitable arrangement has been made for truck unloading as this is 
the responsibility of the receiver.

INSTALLATION

All Rollsec Commercial OG Gutters should be installed using normal 
rainwater techniques and processes. The support brackets should 
be attached securely to the structure using suitable fasteners, in line 
with the prescribed gutter fall away from the high points towards the 
downpipes. 

Premade downpipe drops should be installed into the gutter base at the 
required locations prior to the installation of the gutter.

End laps in the gutter should be in the direction of water flow and in 
accordance with AS 3500.

End stops at the end of the gutter should also be attached prior to the 
gutter being places into position.

Always leave the project clean and tidy, removing all rivet tails, cuttings, 
swarf, etc. to reduce the risk of corrosion.

PROTECTIVE COATINGS

Rollsec Rainwater Products are supplied with a plastic strippable coating. 
This should be removed during the installation process. Do not leave the 
strippable coating exposed to sunlight for periods exceeding one week as 
it will become difficult to remove.
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AS AT MAY 2026.

This information provided by Rollsec Pty Ltd is for general informational purposes only. All products should be examined prior to use to ensure suitability. Rollsec makes 
no claims, promises or guarantees about the correctness or the adequacy of the contents of this guide. Rollsec expressly disclaims liabilities for any publishing or content 

errors and omissions. Every effort has been made to ensure that all information shown on this guide is true and correct. 
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PIONEERING CHOICE IN ROOFING AND CLADDING


