
PRODUCT INFORMATION

150 Flat Back 
Gutter

A great choice for those who 
want clean lines and a smooth 
profile with internal brackets.
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Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability. Whilst every effort has been made to ensure the accuracy of the above 
swatches, due to lighting, actual colours may vary. We recommend checking your chosen colour against an actual sample of the product before purchasing.  Technical Data is available upon request. Line drawings 
are for illustration purposes only and are not to scale. COLORBOND® steel and ® colour names are registered trade marks of BlueScope Steel Limited. ™ colour names are trade marks of BlueScope Steel Limited.

Inspired by our Half Round Gutter profile and 
incorporating a revised back section that is 
compatible with metal fascia and spring clips 
attachments. With a clean profile and modern 
look, the 150 Flat Back Gutter suits any style 
building and blends in for subtle functionality.

Accessories

Rollsec stock a wide range of 
products, specifically suited to 
complement our range of  
Flat Back Gutters.

Available Colours
Our Flat Back Gutters are available in the following standard colours, as well as our Hamptons, LUX and Timbers Range.

•	 Curved front and flat back
•	 Available in 0.42mm BMT
•	 G550 steel
•	 Ideal for residential applications
•	 Internal brackets for an uncluttered look
•	 Easy to install and maintain
•	 Available in plain and slotted options

Features and Benefits

150 Flat Back Slotted - 4000sqmm    Unslotted - 5900sqmm

Conforms to AS2179.1  
and AS3500

Available in 
plain and 

slotted options
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•	 Round Downpipes
•	 Internal and External Corners
•	 Flat Back Timber Fix Clips
•	 Str8-line Straps

•	 	Drops (90mm, 100mm, sculptured)
•	 Stop Ends (left and right)
•	 Snap Clips

Round - 75mm

Minimum Downpipe Size

0.42mm BMT

All gutter brackets (or spring clips for metal fascia) should be installed at no more than 1200mm centres and adjacent to the rafter fascia connection.

Effective Cross Sectional Area (ECSA)

51mm

150mm

104mm


