
UniZinc® Data Sheet

UniZinc® is produced for applications 
requiring outstanding corrosion
resistance and ensures long-lasting 
ultimate performance.

 Description

UniZinc® is a high quality Aluminium, Zinc and  
Magnesium alloy steel tested and manufactured 
for the harsh Australian conditions.  It is a long 
lasting Roofing, Walling and Rainwater solution 
designed for the Australian landscape.

Substrate Hot-dipped Aluminium / Zinc / Magnesium alloy coated steel coil, 
125grams/m2 coating weight. Manufactured to AS1397:2011

  Recommended End Uses

UniZinc® is suitable for roofng, cladding, rainwater goods and sheds. is suitable for roofing, cladding, 
rainwater goods and sheds. UniZinc®  is ideal for interior uses and exterior environments where 

PLEASE NOTE: This datasheet does not warrant UniZinc® for all purposes. Please make use of the 
Warrany Enquiry Form on the UniCote® website www.unizinc.com.au

UniZinc® is a registered trademark of Selection Steel Pty. Ltd. 

Independently laboratory tested to ensure ultimate performace in 
the harsh Australian environment

Stabilises the self-sacrificial corrosion of zinc on the coated surface 
and on scratches or cut edges that can occur during manufacturing or 
installation on-site. It offers outstanding corrosion resistance.

Offers outstanding heat resistance. Such characteristics are attributed 
from the high aluminium content (80% of surface volume) in the 
coating layer. Ideal for applications which are exposed to high 
temperaurs for long periods of time.

Offers excellent heat respectability and can be used in roofing or walling 
to save on energy costs associated with cooling or heating.

Technical
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