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1200

A 450MM SQUARE BRIGHT RED FLAG IS REQUIRED  
ON ANY OVERHANG THAT CANNOT BE EASILY SEEN . 
(MANDATORY BEYOND 1200mm)

OVERHANG REQUIREMENTS - THE OVERHANG LIMITS ARE BASED ON 
MAXIMUM LIMITS FOR PRODUCTION PROTECTION & STATE REGULATIONS.  
WIDE LOADS SHOULD NOT BE INCLINED.

DRIVERS VISION MUST NOT BE OBSTRUCTED AT ANY TIME

NOT ACCEPTABLE

ACCEPTABLE CUSTOMER PICKUPS

Forward overhangs on box trailers

BOX TRAILERS
Utes with tapered loads

UTES

• Carrying of long and/or heavy loads in a 
vehicle not designed for such purposes.

• Overloaded vehicles including roof 
racks.

• Projections or overhangs that are 
potentially dangerous.

60% of W W (wheel base)

ROOF RACK capabilities BOX TRAILER capabilitiessedans, vans & wagons

The rear overhang of a trailer must be the lesser of the front load carrying area or 
body ahead of the centre of the axle group and 3700mm.

Maximum 1200mm from front rack. Flexible material 
must be placed on top of rigid material.
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UTE capabilities

Maximum 1200mm without support. Projections/overhangs that are dangerous are not acceptable, even if they are within the limits below.
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Short Length
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LIGHT TRUCK capabilities

Preferred incline method below. Maximum vehicle and product length is 12.5m. For inclined lengths, a maximum 10% of length overhang is recommended. 
*Maximum 1200mm for vehicles less than 4.5 tonne GMV, provided the overhang is less than 3700mm or 60% of the W.
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