
INSTALLATION GUIDE

Roof Battens

Our Metal Roof Battens are easy to 
install, simple to align and compatible 
with all roof claddings.
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Technical Data is available upon request. Line drawings are for illustration purposes only and are not to scale. Custom lengths are available upon request.

.55mm BMT                .75mm BMT 
 40mmx6.5m              40mmx6.5m

Roof Battens

Our Roof Battens are strong, lightweight and a 
popular alternative to timber battens. The 40mm 
high profile is designed to nest for easy handling 
and storage. Available in stock lengths of 6.5m. 
Made from 0.55mm hi-tensile steel.

Fixing Battens to Timber
Fasten the batten to every truss or rafter with a 12 x 40mm 
timber fixing screw (minimum fixing size) through each flange.

Fixing Battens to Steel
Fasten the batten to every truss or rafter with a M5.5 x 40mm 
batten zip (minimum fixing size) through each flange.

Fixing to Roof Sheets
Fasten the roof sheets to the batten as per the roofing 
specifications.

Fixing to the Ridge
Fix through the ridge capping into the roof batten using the 
appropriate screws.

Lapping Battens
To minimise cutting, lay the battens in one direction starting 
from one end of the roof. The overlap must be supported 
over a truss or rafter. The minimum overlap is 100mm.

Note: If additional fall protection is required on steel sheet roofs, 
Ceiling Battens may be fixed intermittently between Roofing Battens 
giving a batten spacing no greater than 600mm. Roofing Battens are 
suitable for non-cyclonic conditions up to and including W41 (N3). 
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