
PRODUCT INFORMATION

Roof Battens

Our Metal Roof Battens are 
strong, lightweight and a popular 
alternative to timber battens.
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Our Metal Roof Battens are easy to install, 
simple to align, and compatible with all 
roof claddings. The 40mm high profile is 
designed to nest for easy handling and 
storage.

Accessories
•	 Roofing Sheets
•	 Roofing Accessories
•	 Rainwater Products

Rollsec stock a wide range of products, 
specifically suited to complement our 
range of structural products.

•	 Custom Flashings
•	 Insulation Products
•	 Fasteners

•	 Rolled safety edge for safe installation and handling
•	 Knurled upper surface for easy screw installation
•	 Mitred end cut for speedy installation
•	 Lappable profile
•	 Economical alternative to timber battens
•	 Available in stock lengths of 6.5m, easily cut to size
•	 Made from G550 Hi-Tensile steel

Features and Benefits

For more information on 
specific products, please 

refer to the relevant 
product brochure.

Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability.  Technical Data is available upon request. Line drawings are for illustration 
purposes only and are not to scale. For more information on other products, please refer to the relevant specific product brochure. Custom lengths available upon request.

40mm

40mm

40mmRoof Battens 0.55mm, 0.75mm6.5m

Size Stock Length BMT 

Batten Capacity (kN/m) Screw Pull Out Capacity (kN/m)

Span  
(mm)

40-55 40-75 2 x #12 Fasteners 4 x #12 Fasteners

Load  
Outwards

Deflection 
Span/180

Load  
Outwards

Deflection 
Span/180

Support Thickness (mm) Support Thickness (mm)

0.75 0.95 1.15 1.5+ 0.75 0.95 1.15 1.5+

600 8.50 16.91 12.88 24.63 2.37 3.33 4.03 5.26 4.73 6.66 8.06 10.52

900 3.78 5.01 5.72 7.30 1.58 2.22 2.69 3.51 3.16 4.44 5.38 7.01

1200 2.12 2.11 3.22 3.08 1.18 1.67 2.02 2.63 2.37 3.33 4.03 5.26

1500 1.36 1.08 2.06 1.58 0.95 1.33 1.61 2.10 1.89 2.66 3.23 4.21

1800 0.94 0.63 1.43 0.91 0.79 1.11 1.34 1.75 1.58 2.22 2.69 3.51

Load Table

Select the lowest value from Batten Capacity and the selected Screw pattern capacity. Always check that the required cladding has adequate capacity. The supports are at least G450 grade steel. Use the 1.5+ values for timber supports.

Rollsec battens have been tested to comply with AS3623. The final performance is determined by the capacities of the cladding, 
the fastener performance into the supporting structure and the batten capacity.


