
PRODUCT INFORMATION

Top Hat Battens

Our Top Hat Battens feature a 
large base metal thickness than 
our other standard battens, 
making them ideal for industrial 
applications.
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Our Top Hat Battens feature a textured 
surface for easy installation and efficiency. 
The return edge on these weather-proof 
battens provides safety and rigidity, so 
they last longer in even the toughest of 
environments.

Accessories

•	 Roofing Sheets
•	 Roofing Accessories
•	 Rainwater Products

Rollsec stock a wide range of products, 
specifically suited to complement our 
range of structural products.

•	 Custom Flashings
•	 Insulation Products
•	 Fasteners

•	 Textured surface makes installation easy
•	 Strong, weather-proof and durable
•	 61mm, 96mm, 120mm sizes
•	 Stock lengths with mitred ends 
•	 Made from Hi-Tensile Australian Steel

Features and Benefits

For more information on 
specific products, please 

refer to the relevant 
product brochure.

Please note: a large range of fasteners and accessories are available upon request. Please contact the Rollsec office to check for availability.  Technical Data is available upon request. Line drawings are for illustration 
purposes only and are not to scale. For more information on other products, please refer to the relevant specific product brochure. Custom lengths available upon request.

61mm, 96mm, 120mmTop Hat Battens 0.8mm, 1.0mm, 1.2mm6.5m

•	 Battens shall be installed by an accredited installer, in accordance with manufacturers specifications.
•	 Timber – Fasten the batten to every truss or rafter with a 12 x 40mm timber fixing screw through each flange.
•	 Steel – Fasten the batten to every truss or rafter with a M5.5 x 40mm batten zip through each flange.
•	 Ridges – Fix through the ridge capping into the roof batten using appropriate screws.
•	 Lapping Battens – To minimise cutting, lay the battens in one direction starting from one end of the roof. The overlap  

must be supported over a truss or rafter. The minimum overlap is 100mm.

Size Stock Length BMT 

G550 or G500

Steel Grade

A

B

A B

61 61 96

96 96 108

120 120 119

*All measurements in mm.

Installation


