
PRODUCT INFORMATION

Standard Valleys

All valley gutters need to conform with the 
National Construction Code 2019, Volume 2 
and Australian Standard AS 3500.3.
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The Valley Gutter design needs to provide for:
•	 Roof slopes greater than 12.5 degrees
•	 A valley side angle of 16.5 degrees
•	 A roof catchment area of up to 20 square metres
•	 Additionally, the roof sheet needs to cover the valley gutter by a minimum of 150mm, and not 

obstruct the water flow in the valley.

400 Valley Gutter
This valley is suitable for locations that have a rainfall intensity up to 300mm/hr (for 5 minutes duration).
Roof sheet attached to 40mm roof battens reduce the effective depth to 38mm.

450 Valley Gutter
This high-capacity Valley Gutter provides maximum performance, exceeds the Australian Standard requirement, and is 
suitable for any location across Australia.
The wider valley allows greater water depth below the ends of the roof sheet.

Technical Data is available upon request. Line drawings are for illustration purposes only and are not to scale. The information provided by Rollsec Pty Ltd is for general informational purposes only. All products 
should be examined prior to use to ensure suitability. Rollsec makes no claims, promises or guarantees about the correctness or the adequecy of the contents of this guide. Rollsec expressly disclaims liabilities for 
any publlishing or content errors and omissions. Every effort has been made to ensure that all information shown on this guide is true and correct.
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